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PRODUCT DATA SHEET 

PRODUCT:     EASTTO CUP GREASE NO. 2, 3 

GRADES:     NLGI NO. 2, 3 

INTRODUCTION:     EASTTO CUP GREASE NO. 2, 3 are premium quality calcium based greases  
     manufactured from superior quality base stocks with specially selected additives.  
     They are having high drop points, good thermal stability, resistance to oxidation  
     and structural stability. These greases provide protection against rust and  
     corrosion. 

APPLICATION:     EASTTO CUP GREASE NO. 2, 3 are suitable for all types of general   
                    applications of automotive and industrial purposes.  

                                                

CUP GREASE is suitable for all types of general applications of automotive and industrial purposes. 

 PERFORMANCE LEVEL:    Meet IS-507 – 1993 (RA 2001) requirements.  

 TYPICAL PROPERTIES: 

EASTTO CUP GREASES 

TYPICAL PROPERTIES NO. 2 NO. 3 

Type of Soap Calcium Calcium 

Colour Yellowish Brown Yellowish Brown 

Work Penetration at 25ºC 280 235 

Drop Point °C, Min. 90 90 

 

PACKING: 180 Kgs Drums 

Date of Issue: 11.12.2014 

Date of revision: 09.08.2016 

PDS No. 04.01.04  

These Characteristics are typical of current production while future production will confirm to EASTERN PETROLEUM PVT. LTD. 
Specification variation in these characteristics may occur 


